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EXISTING AND PROPGSED TYPICAL SECTIONS

SCHEDULE OF QUANTITIES (EARTHWORK:

ROADWAY AND PAVEMENT MARKING
PLANS

'RUMBLE . STRIPES FOR CENTERLINE NON-FREEWAY

TRAFFIC CONTROL AND PROTECTION
FOR SIDE ROADS, INTERSECTIONS, AND
DRIVEWAYS (TC-10)

TYPICAL APPLICATIONS RAISED REFLECTIVE
PAVEMENT MARKERS (SNOW-PLOW RESISTANT) (TC~1D

“DISTRICT ONE TYPICAL PAVEMENT MARKINGS (TC-13)

ARTERIAL ROAD INFCRMATION SIGN (7C-22)

EXISTING AND PROPQSED CROSS-SECTIONS
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STANDARDS

TYPICAL SYMBOLS, ABBREVIATIONS
AND PATTERNS

"HMA SHOULDER ADJACENT TO FLEXIBLE PAVEMENT

GRAYE TYPE 8
STEEL PLATE BEAM GUARDRAIL

LONG-SPAN GUARDRAIL OVER CULVERT

PCC /7 HMA-STABILIZATION AT STEEL PLATE
BEAM GUARDRAIL

?EgaLi}ERSWIDENING FOR TYPE 1 (SPECIAL} GUARDRAIL

REFLECTOR AND TERMINAL MARKER PLACEMENT

REFLECTOR MARKER AND MOUNTING DETAILS

SHOULDER RUMBLE STRIPS, 8 IN.

OFF-RD OPERATIONS, 2L, 2W. 15° T0O 24" FROM PAVEMENT EDGE

LANE CLOSURE, 2L, 2W, SHORT TIME OPERATIONS

LANE CLOSURE, 2L, 2W, SLOW MOVENG OPERATIONS
OAY ONLY, FOR SPEEDS 37 45MF

LANE CLOSURE 2L, 2w MOVING OPERATIONS -DAY ONLY

LAKE CLOSURE. 2i. 2W PAVEMENT WIDENING, FCR
SPEEDS >= 45MPH

LANE CLOSURE, 2L, 2W WORK AREAS IN SERIES,
FOR SPEEDS 3= 45

{RBAN LANE CLOSL&RE 2L, 2%, WITH BIDIRECTICNAL
LEFT TURN L

URBAN LANE CLOSURE, MULTILANE INTERSECTION

TRAFFIC CONTROL DEVICES
TYPICAL PAVEMENT MARKINGS

TYPICAL APPLICAATIONS RAISED REFLECTIVE PAVEMENT
MARKERS

CPLANS [S THE NOMINAL THICKMESS.
THE NOMINAL THICKNESS WILL BE PERMITYED WHEN

CENERAL NOTES

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR
SHALL CALL “JULIE” - AT 800-892-0123 OR 81}

FOR FIELD LOCATIONS OF  BURIED ELECTRIC,
TELEPHONE AND GAS  FACILITIES. 48 HOURS
NOTIFICATION REQUIRED:.

THE CONTRACTOR = SHALL COORBINATE CONSTRUCTION
ACTIVITIES WITH UTILITY COMPANIES AND THE VILLAGES
CF LOCKPGRT, ROMEQVILLE, AND LEMONT,

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A
YARD OR FIELD OFFJCE ON STATE PROPERTY WITHOUT
WRITTEN PERMISSIOGN FROM THE DEPARTMENT.

THE REMOVAL OF GUARDRAIL TERMINAL SECTIONS SHALL
BE INCLUDED IN THE UNIT PRICE PER FQOOT FOR "GUARDRA%L
REMOVAL."

DAMAGE 7O EXISTING PAVEMENT MARKINGS OR RAISED
REFLECTIVE PAVEMENT MARKERS QUTSIDE THE REMOVAL
LINE SHOWN ON THE PLANS SHALL BE REPLACED AT NO
ADDITIONAL COST TO THE DEPARTMENT,

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO
VERIFY ALL DIMENSIONS AND CONDITIONS EXISTING
IN THE FIELD PRIOR TO CONSTRUCTION AND ORDERING
OF MATERIALS.

* THE CONTRACTOR SHALL BE REQUIREC TQ PROVIGE

ACCESS TO ABUTTING PROPERTY AT ALL TIMES DURING
THE CONSTRUCTION OF ThHIS PROJECT.

THE CONTRACTOR SHALL CONTACY CORY

JUCIUS, ARTERIAL TRAFFIC OPERATIONS ENGINEER, AT
(847) 705-441F A MINIMUM OF 2 WEEKS PRIOR TO
PLACEMENT OF PERMANENT PAVEMENT MARKING.

THE THICKNESS OF THE HMA MIXTURE SHOWN ON THE
DEVIATIONS FROM

SUCH DEVIATIONS OCCUR BUE TO IRREGULARITIES IN
THE EXISTING SURFACE OR BASE ON WHICH THE HMA
MIXTURE IS PLACED.

BEFORE BEGINNING ANY WORK, THE CONTRACTOR SHALL
RETAIN AND RECORD FOR FUTURE REFERENCE, ALL EXISTING
PAVEMENT MARKING LINES (AND RAISED REFLECTIVE
PAVEMENT MARKERS) IN ORDER THAT THESE LOCATIONS
CAN BE RE~ESTABLISHED FOR STRIPING. EXALT LOCATIONS
OF ALL PAVEMENT MARKINGS SHALL BE AS DIRECTED BY
THE ENGINEER,

THE CONTRACTOR SHALL CONTACT THE TRAFFIC
CONTROL SUPERVISOR AT (B4T) 705-4470 A MINIMUM OF 72
HOLIRS [N ADVANCE TO BEGINNING WORK.

WHEN CONSTRUCTION OPERATIONS ON TWO-LANE

ROADS COPEN TO TRAFFIC RESULT IN THE REMOVAL

CR COVERING OF ANY PAVEMENT STRIPING INDICATING
PASSING RESTRICTIONS, NG PASSING ZONES NOT STRIPED
NEXT MILES” SIGNS SHALL BE USED. THE
CONTRACTOR SHALL PLACE THE SIGNS AT THE BEGINMING,
OF THE UNSTRIPED AREA, JUST BEYOND EACH MAJOR
INTERSECTION WITHIN THE UNSTRIPED AREA, AND AT SUCH
OTHER LOCATIONS AS THE ENGINEER MAY DIRECT TO
ENSURE A MINIMUM SPACING GF FIVE MILES.

THE SIGNS SHALL BE PLACED JUST PRIOR TO REMOVAL
OR COVERING OF THE STRIPE AND SHALL REMAIN IN
PLACE UNTIL FULL NO PASSING ZONE STRIPING HAS
BEEN RESTORED. THIS WORK WILL BE CONSIDERED
INCIDENTAL TO THE CONTRACT AND NO EXTRA

© COMPENSATEION WILL BE ALLOWED.

B0 NOT SCALE PLANS FOR CONSTRUCTION DIMENSIONS.

DOUBLE L ANE MARKERS ARE TO BE USED AS SHOWN

ON THE DISTRICT ONE DETAIL “TYPICAL APPLICATIONS -
RAISED REFLECTIVE PAVEMENT MARKERS SHOW-PLOW
RESISTANTY SHOWN [N THE PLANS, -

THE CONTRACTOR SHALL VERIFY THE EXISTING TYPE/HEIGHT
OF EXISTING GUARDRAIL BEFORE ORDERING THE NEW
TERMINAL SECTION. COST INCLUDED WITH THE COST OF

THE YERMINAL,” THE TERMINAL SECTION SHALL MATCH THE
HEIGHT OF THE EXISTING GUARDRAIL.

FINAL TREE REMOVAL AND SELECTIVE CLEARING LOCATIONS
ARE TO BE DETERMINED IN THE FIELD BY THE ENGIMEER.
LOCATIONS SHOWN IN THE PLANS ARE APPROXIMATE.
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